Inhoudsopgave
Ndl. stalen lasbocht 3S-90° -EN10253-1



Lasbochten

Ndl. stalen lasbocht 3S-90° -EN10253-1

Geldig vanaf 1-1-2026

KG

Artikel oo Bg‘;ﬁ’ S
Ndl. stalen lasbocht 3S-90° -EN10253-1 21.3x2 (S235) 0,04 6,54
Ndl. stalen lasbocht 3S-90° -EN10253-1 25x2 0,05 5,84
Ndl. stalen lasbocht 3S-90° -EN10253-1 26.9x2.3 0,06 4,70
Naadloze stalen lasbocht 3S-90° -EN10253-1 30x2.6 (gelast) 0,09 *

Ndl. stalen lasbocht 3S-90° -EN10253-1 31.8x2.6 0,11 11,52
Ndl. stalen lasbocht 3S-90° -EN10253-1 33.7x2.6 0,12 6,28
Ndl. stalen lasbocht 3S-90° -EN10253-1 38x2.6 0,16 13,10
Ndl. stalen lasbocht 3S-90° -EN10253-1 42.4x2.6 0,19 7,85
Ndl. stalen lasbocht 3S-90° -EN10253-1 44.5x2.6 0,22 16,85
Ndl. stalen lasbocht 3S-90° -EN10253-1 48.3x2.6 0,26 8,38
Ndl. stalen lasbocht 3S-90° -EN10253-1 51x2.6 (gelast) 0,31 12,83
Ndl. stalen lasbocht 3S-90° -EN10253-1 57x2.9 0,44 15,88
Ndl. stalen lasbocht 3S-90° -EN10253-1 60.3x2.9 0,49 14,57
Ndl. stalen lasbocht 3S-90° -EN10253-1 63.5x2.9 0,56 31,15
Ndl. stalen lasbocht 3S-90° -EN10253-1 70x2.9 (gelast) 0,70 36,13
Ndl. stalen lasbocht 3S-90° -EN10253-1 76.1x2.9 0,78 24,27
Ndl. stalen lasbocht 3S-90° -EN10253-1 82.5x3.2 1,06 52,20
Ndl. stalen lasbocht 3S-90° -EN10253-1 88.9x3.2 1,21 32,56
Ndl. stalen lasbocht 3S-90° -EN10253-1 101.6x3.6 1,83 56,40
Ndl. stalen lasbocht 3S-90° -EN10253-1 108x3.6 2,08 57,07
Ndl. stalen lasbocht 3S-90° -EN10253-1 114.3x3.6 2,35 58,82
Ndl. stalen lasbocht 3S-90° -EN10253-1 121x4 3,08 233,83
Ndl. stalen lasbocht 3S-90° -EN10253-1 127x4 3,34 265,26
Ndl. stalen lasbocht 3S-90° -EN10253-1 133x4 3,62 98,64
Ndl. stalen lasbocht 3S-90° -EN10253-1 139.7x4 4,00 101,68
Ndl. stalen lasbocht 3S-90° -EN10253-1 152.4x4.5 5,54 234,27
Ndl. stalen lasbocht 3S-90° -EN10253-1 159x4.5 5,82 156,94
Ndl. stalen lasbocht 3S-90° -EN10253-1 168.3x4.5 6,54 150,91
Ndl. stalen lasbocht 3S-90° -EN10253-1 177.8x5 8,60 *

Ndl. stalen lasbocht 3S-90° -EN10253-1 193.7x5.6 11,00 358,55
Ndl. stalen lasbocht 3S-90° -EN10253-1 219.1x6.3 15,80 370,44
Ndl. stalen lasbocht 3S-90° -EN10253-1 244.5x6.3 19,80 1.032,16
Ndl. stalen lasbocht 3S-90° -EN10253-1 267x6.3 24,00 *

Ndl. stalen lasbocht 3S-90° -EN10253-1 273x6.3 24,80 633,33
Ndl. stalen lasbocht 3S-90° -EN10253-1 323.9x7.1 39,80 961,54

Pagina 2/3




KG

Artikel S[t)SI:s Br;;(r) g_:_ijs
Ndl. stalen lasbocht 3S-90° -EN10253-1 355.6x8 57,40 1.731,82
Ndl. stalen lasbocht 3S-90° -EN10253-1 406.4x8.8 82,70  2.527,23
Ndl. stalen lasbocht 3S-90° -EN10253-1 419x10 133,00 *
Ndl. stalen lasbocht 3S-90° -EN10253-1 457x10 142,00 *
Ndl. stalen lasbocht 3S-90° -EN10253-1 508x11 161,00  5.054,39
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