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Lasbochten

Naadloze stalen lasbocht 5S-90° -EN10253-1

Geldig vanaf 23-9-2026

KG

Artikel oo Bg‘éf S
Naadloze stalen lasbocht 5S-90° -EN10253-1 21.3x2 *** 5S 90 graden *** 0,07 23,12
Naadloze stalen lasbocht 5S-90° -EN10253-1 26.9x2.3 *** 5S 90 graden *** 0,13 32,33
Naadloze stalen lasbocht 5S-90° -EN10253-1 31.8x2.6 *** 5S 90 graden *** 0,20 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 33.7x2.6 *** 5S 90 graden *** 0,23 36,22
Naadloze stalen lasbocht 5S-90° -EN10253-1 38x2.6 *** 5S 90 graden *** 0,30 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 42.4x2.6 *** 5S 90 graden *** 0,37 41,34
Naadloze stalen lasbocht 5S-90° -EN10253-1 44.5x2.6 *** 5S 90 graden *** 0,41 49,13
Naadloze stalen lasbocht 5S-90° -EN10253-1 48.3x2.6 *** 5S 90 graden *** 0,50 50,58
Naadloze stalen lasbocht 5S-90° -EN10253-1 51x2.6 *** 5S 90 graden *** 0,56 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 57x2.9 *** 5S 90 graden *** 0,78 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 60.3x2.9 *** 5S 90 graden *** 0,87 55,94
Naadloze stalen lasbocht 5S-90° -EN10253-1 70x2.9 *** 5S 90 graden *** 1,21 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 76.1x2.9 *** 5S 90 graden *** 1,44 74,40
Naadloze stalen lasbocht 5S-90° -EN10253-1 88.9x3.2 *** 5S 90 graden *** 2,18 114,31
Naadloze stalen lasbocht 5S-90° -EN10253-1 101.6x3.6 *** 5S 90 graden *** 3,25 187,94
Naadloze stalen lasbocht 5S-90° -EN10253-1 108x3.6 *** 5S 90 graden *** 3,68 279,65
Naadloze stalen lasbocht 5S-90° -EN10253-1 114.3x3.6 *** 5S 90 graden *** 417 209,12
Naadloze stalen lasbocht 5S-90° -EN10253-1 127x4 *** 5S 90 graden *** 0,00 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 133x4 *** 5S 90 graden *** 6,25 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 139.7x4 *** 5S 90 graden *** 6,94 433,67
Naadloze stalen lasbocht 5S-90° -EN10253-1 159x4.5 *** 5S 90 graden *** 10,01 468,62
Naadloze stalen lasbocht 5S-90° -EN10253-1 168.3x4.5 *** 5S 90 graden *** 11,10 492,47
Naadloze stalen lasbocht 5S-90° -EN10253-1 193.7x5.6 *** 5S 90 graden *** 18,50 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 219.1x6.3 *** 5S 90 graden *** 26,50 1.400,68
Naadloze stalen lasbocht 5S-90° -EN10253-1 244.5x6.3 *** 5S 90 graden *** 33,50 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 267x6.3 *** 5S 90 graden *** 40,50 *
Naadloze stalen lasbocht 5S-90° -EN10253-1 273x6.3 *** 5S 90 graden *** 41,50 2.123,94
Naadloze stalen lasbocht 5S-90° -EN10253-1 323.9x7.1 *** 5S 90 graden *** 67,50 2.692,43
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